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Dimmable constant multicurrent LED driver (CC) nghtlng f
. . E"HE'
General Characteristics Reference Standards T
EN 55015 w 165mm . (=14
; EN 61000-3-2 < > www.leflighting.it
Plastic case . EN 613471 ghting
Driver for indipendent mounting EN 61347-2-13 H—/_f—tﬂ Iaﬁmm
Electric class protection Il EN 61547
Protection degree IP20 EN 62384 .
41mm
o 1
“ 158mm >
Tensione Frequenza (';ioﬁggizé Comando Tensione Corrente PFC CC Peso
CODICE di ingresso di rete Outout power | Command di uscita di uscita CV | Weight
CODE Input voltage | Input frequency p(wp) Output voltage | Output current
ac Hz dc mA A
(vVac) (Hz) STV T o507 (Vdc) (mA) (Y (9)
10 10 3-40 250
15 15 350
19 19 4
3-42 20
21 500
23 550
25 PUSH 600
110-24 . 096 | CC | 175
LE30D 0-240 2060 27 DALI 3-41 650
21 29 700
3-40 750
-37
30 3-3 800
3-33 900
3-30 1000
Selezione QUTPUT DIP-SWITCH
OFF LED . ga+©®
o cl?&)eg:ﬁrent SEC 4 -® L‘,g,,ggp LE30D ws _
t selection (mA) I 3 wwwleflighting.it
=|®|= _ LED Controlgear 4321
H 4321 250 | - | - |- | - 250 o 250..1000mA 30W
V l igg O-N 0_" PRI:110.240V ~ 50.60Hz 0,3A n n n u :’N
Technical features o NS B s eomaner =
550 | - [ON| - | ON E tc 70°C ta 40°C max LT85
600 [ - | - [ON|ON . 2
Input voltage range 110-240Vac 550 [ON [ ON | - | - ity N°
W us|
Input frequency 50+60Hz T ER A TR N — VYT Dy
Constant current output 250+1000mA 800 | - | ON | ON | ON |
(settings by dip-switch) N NO! LD
Factory setting: 250mA SEE ﬂ
Brightness adjustment through: %

- push-button (PUSH 230Vac)

- DALI signal N.B.
«LEVEL MEMORY» and «STATUS MEMORY» function Power supply not suitable for
Energy Efficiency (EE) 86% no-load operation.

Open circuit Protection (OCP)

. . ATTENTION:
PrOteCt!on _agalnst qveﬂemperature (OTP) The installation of the product must be
Short circuit protection (SCP) followed by qualified personnel.
Power factor correction (PFC) A = 0,96 If the product is used for purposes other
. : _10°0C =~ ° than the original ones or if it is connected
Operatlng ambient temperature:l:a 10°C = +40°C incorrectly, LEF Lighting S.R.L. will not
Max case temperature on Tc 70°C accept any responsibility for damages

caused.

N\ PRODUCT TO BE DISPOSED EE DIP SYNCRO max DIM
22 DIFFERENTLY FROM URBAN WASTE SWITCH b 10 DIM
MADE IN ITALY CP:P-) AEE Identification nr.IT18040000010321 @ 86% || u=u cAI¥LE SLAVE || DAUI 223‘8’20
- WAL ta || tc [|PFC|| 30 =
@ c E E @ @ @ v s EL" IP20 @ MAX 40°C| [MAX 70°C| | 120,96 WATT c c 60mm
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Wiring diagrams
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